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Compression Set - PV 
3307 
جهاز مصنوع من الاستانلس استيل لقياس القابلية للتشوه 
بالنسبة للبلاستك والمطاط المصنوعين من خامات اللدائن 
المرنة. 

Standard: FCA 9.02132/01; PV 3307;  
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Compression Set - PV 
3330 
Compression Set من الاستانلس استيل لأداء 
اختبارات Compression على الأجزاء تامة الصنع. 

Standard: PV 3330;  

الجهاز مصمم لأداء اختبار التشوه )PV 3307( على 6 عينات 
 من المطاط أو البلاستيك بقطر 15 مم وسمك 2 مم.

 الميزات الرئيسية

 • مصنوع بالكامل من الستانلس ستيل.
 • مطابقة الهيكل والشكل الخارجي بالكامل للمواصفات القياسية.

 ملحقات )إكسسوارات(

 .PV 3307 )يتم تحديد سمك الفواصل بما يتوافق مع متطلبات

تم تصميم الجهاز لاختبار التشوه الدائم للأجزاء تامة الصنع 
.)PV 3330( وفقًا لطريقة )O-Rings( وحلقات 

 الميزات الرئيسية
 • مصنوع بالكامل من الستانلس ستيل.

 • مطابقة الهيكل والشكل الخارجي بالكامل للمواصفات القياسية.
 • يتم تحديد سمك الفواصل حسب مواصفات العميل.

 ملحقات )إكسسوارات(
 فواصل إضافية حسب مواصفات العميل.

 PV( مقياس السمك لقياس العينة بما يتوافق مع متطلبات
 .)3330

Sample dimension: 15 mm diameter and 2 mm thickness. The instrument can 
be regulated for testing samples with other dimensions. 
Number of Samples: 6 

External Dimensions of the device: 90 x 90 x 90 mm 
Weight: 1.5 kg

 

Distance of the plates: The distance of the plates is regulated with 4 spacers. 
Spacers of customer defined thickness can be provided. 

External Dimensions: 120 x 100 x 100 mm 
Weight: 1.5 kg
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